Installation
Manual

VOLKSWAGEN TOURAN 5DR
VW-TOUR-5-C

COMPONENTS INCLUDED

1+8

CL-M02 x 4 CL-M12x 2 CL-M11 x4 CL-M14 x 1 CL-TO1x 1
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Side Shade
Installation

VOLKSWAGEN TOURAN 5DR
VW-TOUR-5-C

WNSERT CLIPS INSIDE WEATHERSTRIP
—_—

——

f .

WATI’ACH SIDE SHADE BEHIND CLIPS

COMPONENTS NEEDED:

1+8 CL-M11x 2

WOSITION THE SIDE SHADE

WNSURE SECURELY FITTED IN PLACE
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Quarter Light Shade COMPONENTS NEEDED:
Installation

VOLKSWAGEN TOURAN 5DR
VW-TOUR-5-C

D

3+6 CL-MO02 x 2

STEP #1 ATTACH CLIPS ON SHADE EDGES STEP #2 INSERT CLIPS BEHIND INTERIOR TRIM

.,r

. j.i.

www.carshades.com | info@carshades.com PAGE 3 OF 4



R eqar S h a d e COMPONENTS NEEDED: ’
Installation

VOLKSWAGEN TOURAN 5DR

VW-TOUR-5-C g “

CL-M14 x 1

CL-M12 x 2

S TE P #2 POSITION THE REAR SHADE

STEP #1 ATTACH CLIPS ON SHADE EDGES

INSERT CLIPS BEHIND INTERIOR TRIM REPEAT THE PROCESS ON OTHER SHADE

STEP #5 ENSURE SECURELY FITTED IN PLACE
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